
Type

Style Filter

Channel Flow

Oval

ELEMENTO

Property

Pack 2

TECHNICAL SPECIFICATIONS for CFS-005

(CFS-005)

SIZE

metric (mm) english (in)

Height

Outer Diam. 

Outer Diam. 

Inner Diam. 1

Inner Diam. 2

203 mm

378 mm

298 mm

275 mm

 mm

7.99 in

14.88 in

11.73 in

10.83 in

 in

APPLICATIONS

CROSS-REFERENCES

Make Reference Make Reference Make Reference Make Reference

CA5368Baldwin P607965Donaldson DA8015Donsson AF26424Fleetguard

CA10740Fram LAF6265Luber-finer 2812Napa 42812Wix

Make Models YearsLts Engine/MotorHP

TRUCKS  BUSES | OFF-HIGHWAY ENGINES

AWESTERN STAR 4700SB 12.8 2012 2017 L6 12.8L 781 CID Detroit

AWESTERN STAR 4700SB 8.3 2012 2013 L6 8.3L 505 CID Cummins

AWESTERN STAR 4700SB 8.9 2012 2016 L6 8.9L 540 CID Cummins

AWESTERN STAR 4700SF 12.8 2012 2017 L6 12.8L 781 CID Detroit

AWESTERN STAR 4700SF 8.3 2012 2014 L6 8.3L 505 CID Cummins

AWESTERN STAR 4700SF 8.9 2012 2016 L6 8.9L 540 CID Cummins

Make Models YearsLts Engine/MotorHP

TRUCKS  BUSES | OFF-HIGHWAY ENGINES

AWESTERN STAR 4700SB 12.8 2012 2017 L6 12.8L 781 CID Detroit

AWESTERN STAR 4700SB 8.3 2012 2013 L6 8.3L 505 CID Cummins

AWESTERN STAR 4700SB 8.9 2012 2016 L6 8.9L 540 CID Cummins

AWESTERN STAR 4700SF 12.8 2012 2017 L6 12.8L 781 CID Detroit
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